
GENERAL NOTES AND SPECIFICATIONS

1.    ALL ELECTRICAL WORKS HEREIN SHALL BE DONE IN ACCORDANCE

      WITH THE RULES AND REGULATIONS OF THE PHIL. ELECTRICAL CODE,

      ORDINANCE OF THE CITY/MUNICIPALITY CONCERNED AS WELL AS THE

      REQUIREMENTS OF THE LOCAL POWER COMPANY.

2.   ALL ELECTRICAL WORKS SHALL BE SUPERVISED BY A DULY LICENCED

      ELECTRICAL PRACTITIONER.

3    THE TYPE OF SERVICE SHALL BE: 1f, 2W, 230V, 60Hz .

4    THE TYPE OF WIRINGS SHALL BE:

      A) POLYVINYL CHLORIDE (PVC) - USED WHEN EMBEDDED IN

         CONCRETE SLAB OR MASONRY.

      B) RIGID STEEL CONDUIT (RSC) - USED IN EXPOSED OR WET

         LOCATIONS, OR IN HOLLOW PORTIONS OF THE WALL. THIS

         WILL ALSO BE USED IN SERVICE ENTRANCE.

5     MOUNTING HEIGHT SHALL BE AS FOLLOWS:

      WALL SWITCHES - 1.37 m FROM THE FLOOR FINISH TO THE CENTER

     CONVENIENCE OUTLETS - 0.30 m ABOVE THE FLOOR FINISH.

      PANEL BOARD - 1.70 m FROM THE FLOOR LINE FINISH TO THE TOP

       OF THE PANEL BOARD.

6     ALL OUTLET BOXES/UTILITY BOXES SHALL BE PRESSED, GALVANIZED

       STEEL "DEEP TYPE". GAUGE NO. 16 AND WITH FACTORY KNOCKOUT.

7     THERE SHALL BE ONLY ONE SERVICE DROP TO THE BUILDING.

8     WIRING DEVICES SHALL BE AS FOLLOWS:

       WALL SWITCHES - 15 AMPS, 220V, FLUSH TYPE.

       CONVENIENCE OUTLETS - 15 / 25 A, 230V, FLUSH TYPE.

9     ALL ELECTRICAL MATERIALS SHALL BE NEW AND APPROVED TYPE FOR

       LOCATION AND PURPOSES.

10    DIRECTORY OF ALL THE BRANCH CIRCUITS IN THE PANEL BOARD SHALL

       BE PROVIDED.
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