
GENERAL NOTES:

1.         ALL PLUMBING WORKS INCLUDED HEREIN SHALL BE IN ACCORDANCE

          WITH THE PROVISIONS OF THE NATIONAL PLUMBING CODE OF THE PHILIPPINES

          DULY SIGNED BY A REGISTERED MASTER PLUMBER / PLUMBING ENGINEER.

2.       COORDINATE THE DRAWINGS WITH OTHER RELATED DRAWINGS AND

          SPECIFICATIONS, THE ENGINEER AND OR ARCHITECT SHALL BE NOTIFIED

          IMMEDIATELY OF ANY DISCREPANCY FOUND HEREIN.

3.       ALL PIPES SHALL BE INSTALLED AS INDICATED; ANY RELOCATION REQUIRED

          FOR PROPER EXECUTION OF THE PLUMBING WORKS SHALL BE WITH PRIOR

          APPROVAL OF THE ENGINEER AND/OR THE ARCHITECT.

4.       PROPOSED SANITARY UTILITIES SHALL CONFORM TO THE ACTUAL LOCATION,

          DEPTH AND INVERT ELEVATION OF ALL EXISTING PIPES AND STRUCTURES AS

          VERIFIED BY THE CONTRACTOR.

5.       SLOPES FOR SANITARY AND STORM DRAINAGE LINE SHALL MAINTAIN

          ONE PERCENT (0.01) ADD ONE HALF PERCENT (0.005) RESPECTIVELY UNLESS

          OTHERWISE SPECIFIED.

6.       WATER SUPPLY PIPES TO FIXTURES SHALL BE SIZED IN ACCORDANCE WITH THE

          MANUFACTURERS RECOMMENDATIONS.

7.       ALL BRANCHES OF FIXTURES OR GROUP OF FIXTURES SHALL BE PROVIDED

          WITH AIR CHAMBER MADE OF CAPPED VERTICAL EXTENSION PIPES.

8.       ALL WATER PIPE LINES SHALL BE HYDROSTATICALLY TESTED @ 120PSI FOR A

          PERIOD OF TWO (2) HOURS BEFORE BURIED OR COVERED.

9.       THE CONTRACTOR SHALL VERIFY ALL EXISTING UTILITIES @ SITE AND COORDINATE

          WITH THE WORK WITH THE SEWER STORM DRAINAGE LINE EFFLUENT DISPOSAL

          POINT AND WATER LINE SERVICE CONNECTION/ TAPPING POINT.

10.      ALL PIPE SIZES AND OTHER DIMENSIONS ARE IN METERS (MM) UNLESS

          OTHERWISE SPECIFIED.

PVC PIPES MOLDEX OR NELTEX BRAND SERIES 1000 OR APPROVED EQUAL

MATERIAL SPECIFICATIONS :

WATER LINES
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STORM DRAINAGE LINE
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CLASS "A" POLYPROPYLENE RANDOM (PPR), TYPE 3 MOLDEX FOR CWL AND HWL

PVC PIPES MOLDEX OR NELTEX BRAND SERIES 600 OR APPROVED EQUAL

WITH APPROPRIATE SAME BRAND FITTINGS AND CONTROL VALVES 
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