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EXAMPLE 1. Three – Storey School Dormitory 

with target students / occupants for ground 

floor of 40 males and 40 females, second 

floor of 80 males, and third floor of 80 

females. How many water closet, urinal, 

lavatories, and shower should be provided for 

each floor? 

HOW TO DETERMINE THE  

MINIMUM NUMBER OF  

PLUMBING FACILITIES 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

GROUND FLOOR 

FIXTURE MALE 40 FEMALE 40 

W. CLOSET 

URINAL 

LAVATORY 

SHOWER 

Three – Storey School Dormitory  
GROUND FLOOR 

FIXTURE MALE 40 FEMALE 40 

W. CLOSET 4-1=2 5+1=6 

URINAL 2 0 

LAVATORY 3+1=4 3+2=5 

SHOWER 5 5+1=6 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

SECOND FLOOR 

FIXTURE MALE 80 

W. CLOSET 

URINAL 

LAVATORY 

SHOWER 

Three – Storey School Dormitory  
SECOND FLOOR 

FIXTURE MALE 80 

W. CLOSET 8+3=11-3=8 

URINAL 3 

LAVATORY 7+3=10 

SHOWER 10 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

THIRD FLOOR 

FIXTURE FEMALE 80 

W. CLOSET 

URINAL 

LAVATORY 

SHOWER 

Three – Storey School Dormitory  
THIRD FLOOR 

FIXTURE FEMALE 80 

W. CLOSET 10+3=13 

URINAL 0 

LAVATORY 7+5=12 

SHOWER 10+2=12 



EXAMPLE 2. Public Building with target clients 

of 150 males and 150 females plus 10 male 

employees and 20 female employees. 

HOW TO DETERMINE THE  

MINIMUM NUMBER OF  

PLUMBING FACILITIES 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

CLIENTS 

FIXTURE HE 150 SHE 150 

W. CLOSET 2-1=1 8 

URINAL 2 0 

LAVATORY 1(2) 1(2) 

One – Storey Public Building  

PUBLIC 

EMPLOYEE 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

EMPLOYEES 

FIXTURE HE 10 SHE 20 

W. CLOSET 1 2 

URINAL 1 0 

LAVATORY 1 1(2) 

One – Storey Public Building  

PUBLIC 

EMPLOYEE 



TEACHERS 

FIXTURE HE 20 SHE 20 

W. CLOSET 

URINAL 

LAVATORY 

TEST 1.  4-Storey Secondary Building  

STUDENTS per floor 

FIXTURE HE 100 SHE 150 

W. CLOSET 

URINAL 

LAVATORY 

CLIENTS 

FIXTURE HE 250 SHE 150 

W. CLOSET 

URINAL 

LAVATORY 

EMPLOYEES 

FIXTURE HE 20 SHE 20 

W. CLOSET 

URINAL 

LAVATORY 

TEST 2.  1-Storey Public (LTO) Building  

FORMAT FOR THE TEST 



TEST 1. Four-Storey Secondary School Building  

with target students of 100 males (400) and 

150 (600) females per floor, faculty room on 

ground floor with 20 male teachers and 20 

female teachers. 

HOW TO DETERMINE THE  

MINIMUM NUMBER OF  

PLUMBING FACILITIES 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

STUDENTS per floor 

FIXTURE HE 100 SHE 150 

W. CLOSET 

URINAL 

LAVATORY 

4-Storey Secondary Building  



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

TEACHERS 

FIXTURE HE 20 SHE 20 

W. CLOSET 

URINAL 

LAVATORY 

4-Storey Secondary Building  



TEST 2. Public Building (LTO Office) with target 

clients of 250 males and 100 females plus 20 

male employees and 20 female employees. 

HOW TO DETERMINE THE  

MINIMUM NUMBER OF  

PLUMBING FACILITIES 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

CLIENTS 

FIXTURE HE 250 SHE 150 

W. CLOSET 

URINAL 

LAVATORY 

One – Storey Public Building  

PUBLIC 

EMPLOYEE 



For each urinal added in excess of the minimum required, one water 

closet may be deducted. The number of water closets shall not be 

reduced to less than two-thirds (2/3) of the minimum requirement.  

EMPLOYEES 

FIXTURE HE 20 SHE 20 

W. CLOSET 

URINAL 

LAVATORY 

One – Storey Public Building  

PUBLIC 

EMPLOYEE 



TEACHERS 

FIXTURE HE 20 SHE 20 

W. CLOSET 2 2 

URINAL 1 0 

LAVATORY 1 1 

TEST 1.  4-Storey Secondary Building  

STUDENTS per floor 

FIXTURE HE 100 SHE 150 

W. CLOSET 3-1=2 5 

URINAL 3 0 

LAVATORY 3 4 

CLIENTS 

FIXTURE HE 250 SHE 150 

W. CLOSET 3-1=2 2 

URINAL 3 0 

LAVATORY 2 1 or 2 

EMPLOYEES 

FIXTURE HE 20 SHE 20 

W. CLOSET 2-1=1 3 

URINAL 1 or 2 0 

LAVATORY 1 or 2 1 or 2 

TEST 2.  1-Storey Public (LTO) Building  

KEY TO CORRECTION 



 



 



 


